
Oil-fired gray cast iron hot water heating boiler
Rated input: 77 to 245 MBH

VITOROND 200
A compact triple-pass boiler 
in sectional cast iron design



VITOROND 200
The Vitorond 200 is the product of
innovative, state-of-the-art heating
technology. High operational reliability
and a long service life are the hallmark
of this boiler. A triple-pass design and
sectional gray cast iron construction
ensure high-efficiency combustion,
reduced emissions and minimal
installation effort.

The benefits at a glance:

� Get the most out of your fuel dollar!
Maximum heat extraction thanks to
triple-pass design and modulating
boiler water temperature.
A.F.U.E.: up to 86.9%

� Extremely durable gray cast iron
heat exchanger for maximum
reliability and service life.

� Increased longevity!
Return injector ensures even return
temperature distribution, preventing
the formation of corrosive flue gas
condensation. 

� Easy, user-friendly operation of the
entire heating system with Vitotronic
control options. 

� Thick 31⁄2" insulation for extremely
low standby losses and fuel savings.

� Low maintenance cost with service-
friendly burner and easy-to-clean
flue gas passageways.

� Spacious, wet-base water walls
prevent deposits, reduce stress and
increase boiler life.

� Problem-free cleaning access
thanks to horizontal arrangement of
flue gas passageways.
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Advanced
technology
triple-pass heat
exchanger

Space-saving,
compact design,
clean finish

Increased boiler longevity with return injector

Eutectoplex
heat exchanger
surface

Return injector
Vitotronic 200
control unit

Oil burner

VITOROND 200 Model VR2 18 22 27 33 40 50 63

Rated input MBH 77 91 105 140 161 196 245

Rated output MBH 67 80 92 122 140 172 215

Dimensions Depth inches 353⁄4 41 461⁄’2 461⁄’2 353⁄4 41 453⁄4
Width inches 193⁄4 193⁄4 193⁄4 193⁄4 221⁄’2 221⁄’2 221⁄’2
Height inches  38 38 38 38 441⁄2 441⁄2 441⁄2
(with control panel closed) 

Weight (incl. lbs 317 401 485 485 564 694 822 
insulation and burner)

Boiler water content USG 7.1 9.2 11.6 11.6 12.7 16.1 19.3

Viessmann Manufacturing Company Inc.
750 McMurray Road
Waterloo, ON • N2V 2G5 • Canada
Tel.: (519) 885-6300 Fax: (519) 885-0887
www.viessmann.ca

Viessmann Manufacturing Company (U.S.) Inc.
45 Access Road
Warwick, RI • 02886 • U.S.A.
Tel.: (401) 732-0667 Fax: (401) 732-0590
www.viessmann-us.com

Technical information subject to change without notice.


